Good things come N
in small packages. L

The new 30mL standard from
Inorganic Ventures.

(]
now available.
Inorganic Ventures now offers stock H
ICP and IC calibration standards in Shop Onllneo
smaller volumes to give you greater
control over your testing inventory.
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¢ Lesslab waste
¢ Simplified inventory management
¢ Increase confidence by reducing likelihood

of contamination

Like all of our products, our new 30mL standards
come with the Inorganic Ventures 100% satisfaction

guarantee.

TRA| I
NSP‘RATION CONTROL
ECHNOLOGY

‘iuoncnuic"
VENTURES

infos inorganicventures.com Wgco‘moua /fsccc)ki;bng /fscocgﬁﬁr‘éés
shop inorganicventures.ch astcss | bvask 036301 Y AZLA 036302 BY AZLA



Good things come in vz
small packages.
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Like all of our products, our new 30mL standards come with
the Inorganic Ventures 100% satisfaction guarantee.

Ships Non-Hazardous

“Dangerous goods in excepted quantities.” [
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hazardous | hazardous
shipping shipping
fee fee

TCT Packaging

TRANSPIRATION CONTROL
TECHNOLOGY (TCT)

The sealed TCT bag stops
the loss of water vapor from
the bottle when equilibrium
isreached inside the bag.

Inorganic Ventures guarantees the
integrity of the product six months from
the opening of the sealed TCT bag.
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Dilution

A 1000ppm 30mL
bottle can make

30 liters of a 1ppm
calibration standard.

Allows for Longer
Expiration Date

30mL 30mL 30mL 30mL

6mo. é6mo. émo. émo. 125mL bottle
24 months combined expiration 12 months
(if one bag is opened each six months.) expiration

Less Hazardous Waste

Alleviates concerns about having” (/)
to use the full contents of a larger
bottle before the expiration date.

REGISTERED ACCREDITED ACCREDITED
1S 9001 1SO 17025 ISO GUIDE 34
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